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» Questions can be asked at any time during the presentations using chat

& Participants O Chat




» Any specific products mentioned in these presentations are used as educational
examples only

» SNHD does not endorse, advertise, or conduct product reviews for any
manufacturer

» During the review process for permitted aquatic venues, any approval of
equipment to be used is based solely on compliance with the requirements of
the SNHD Aquatic Facility Regulations




Remodel Presentations

James Modico: Interior Finish

>
» Linda Nguyen: Enclosure and Barrier
» Ainsley Waters: Filters

>

Jeremy Harper: Major remodels, suction outlet fittings, replastering

*All presentations will be available on the SNHD website after the event




Substantial Alterations (Major Remodels)

» Changes to volume or significant replacement of plumbing
» Application requirements

» Plans

» Hydraulics

» New construction requirements from Section 2 of SNHD Aquatic Facility
Regulations are required for substantial alterations

» Lighting, enclosures, showers, equipment requirements, etc.

» Complete rebuild/replacement of an aquatic venue is new construction




Substantial Alterations (Major Remodels)

Environmental Health Division — Aquatic Health Program
333 N Rancho Dr, Ste 450, Las Vegas, NV 89106
Email: aguatic@snhd.org | Phone: (702) 759-0572

Aquatic Venue Alteration/Remodel Application

Aquatic Venue Name: SNHD Permit Number (Found on Health Permit):

Remodel Scope of Work (pump, filter, heater, etc.): [ Minor
*Hydraulics are required for major remodels

Equipment/materials to be removed (make, model, specifications, etc.):
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Substantial Alteration Examples
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Suction Outlet Fitting Assemblies (SOFA)

» New ANSI/APSP/ICC-16 2017 testing requirements

» Every pipe size and pipe location, sump depth, pipe mounting orientation (side or
floor of sump), floor, wall, etc. is required to have a separate test

» VGBA 2017 marking for compliant covers
» Applies to covers manufactured after May 24, 2021

» Information required to be provided with product: SOFA specific flow rating,
min/max sump dimensions, pipe sizes tested, head loss curves, if manufacturer
authorizes use in existing single drain systems, etc.

» Remodels will be required for all SOFA replacements
» No like-for-like




Suction Outlet Fitting Assemblies (SOFA)

» Why do we need remodels?

» There is no way to know the SOFA rating without knowing pipe size, orientation,
sump depth, port configuration, etc.

» No way to know date of manufacture after the SOFA is installed
32CDFL-XXX (Floor: 316 GPM, Wall: 208 GPM)
32CDFLAC-XXX (Floor: 316 GPM, Wall: 208 GPM)

J2CDFLFR-XXX (Floor: 316 GPM, Wall: 208 GPIM)

32CDFLV-XXX (Floor: 316 GPM, Wall: 206 GPM)

Flow ratings tested to ANSI/APSP-16 2011 (before May 24, 2021)




32CDFL Series[1] [2]
32CDFL-32f_A-2.5x2b_B2.98_C0.95_D0.2_E0.475_F16
32CDFL-32f_A-2.5x3b_B2.98_C0.95_D0.2_E0.475_F16
32CDFL-32w_A-2.5b_B2.98_C0.95_D0.2_E0.475_F16
32CDFL-32w_A-2x2b_B2.98_C0.95_D0.2_E0.475_F16
32CDFLFG-32f_A-2.5x2b_B2.98_C0.95_D0.2_E0.475_F16
32CDFLFG-32f_A-2.5x3b_B2.98_C0.95_D0.2_E0.475_F16
32CDFLFG-32w_A-2.5b_B2.98_C0.95_D0.2_E0.475_F16
32CDFLFG-32w_A-2x2b_B2.98_C0.95_D0.2_E0.475_F16
32CDFLFR-32f_A-2.5x2b_B2.98_C0.95_D0.2_E0.475_F16
32CDFLFR-32f_A-2.5x3b_B2.98_C0.95_D0.2_EQ.475_F16
32CDFLFR-32w_A-2.5b_B2.98_C0.95_D0.2_E0.475_F16
32CDFLFR-32w_A-2x2b_B2.98_C0.95_D0.2_E0.475_F16
32CDFLV-32f_A-2.5x2b_B2.98_C0.95_D0.2_E0.475_F16
32CDFLV-32f_A-2.5x3b_B2.98_C0.95_D0.2_E0.475_F16
32CDFLV-32w_A-2.5b_B2.98_C0.95_D0.2_E0.475_F16

32CDFLV-32w_A-2x2b_B2.98_C0.95_D0.2_E0.475_F16

Flow ratings tested to ANSI/APSP/ICC-16 2017 (as of May 24, 2021)

Two Outer Port Sump
Three Port Sump
Center Port Sump
Two Outer Port Sump
Two Outer Port Sump
Three Port Sump
Center Port Sump
Two Outer Port Sump
Two Outer Port Sump
Three Port Sump
Center Port Sump
Two Outer Port Sump
Two Outer Port Sump
Three Port Sump
Center Port Sump

Two Outer Port Sump




Installation Requirements

Figure 5: Sump specifications

Finis

» Found in manufacturer’s documentation

3.5.1.1 The manufacturer’s product specifications and
installation instructions, as appropriate, shall define
each SOFA configuration and include the flow path zone,

minimum suction pipe(s) opening depth below/behind
the finish surface of the pool, pipe size, pipe orientation,
and minimum suction pipe opening length before any
reduction in pipe size. Refer to Figure 5 and 6.

. Specified PVC Pipe Size

. Minimum Sump Depth

. Minimum Ledge Depth

. Maximum Ledge Width

. Minimum Pipe Offset

. Minimum Length Before Reduction




Replaster/Refinishing Interior Surface

» Will also require a remodel for SOFAs

» Specific interior finish requirements apply
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